
제품특징

• 960H 16채널
• 1920x1080p HDMI Display
• H.264 Codec
• 480fps@960H
• 2SATA HDD
• 스마트폰 원격뷰어(MPRMS)

주요사양

단위:mm외관도

모델 IQ-1604HP

스펙 960H 16채널

운영체제 리눅스

영상 압축 H.264

음성 압축 G723.1

영상 방식 NTSC/PAL

영상

입력 16

출력 Composite(1), Spot(1), VGA(1), HDMI(1)

출력모드 CCTV, VGA, HDMI Monitor

라이브 Real-time Live

분할모드 1,4,6,9,13,16

녹화 해상도
NTSC 480x240, 960x240, 960x480

PAL 480x288, 960x288, 960x576

녹화 프레임
960H 480/225fps

D1 480/225fps

녹화모드 Emergency, Schedule, Sensor, Motion, Pre&Post record

검색
검색모드 Calendar, Data/Time, Event, Go to First, Go to Last

재생속도 x1, x2, x4, x8, x16

음성
입/출력 4/1

볼륨 Able to adjust volume

센서입력/알람출력 4/1

포트

RS-232 Keyboard Control

RS-485 PTZ Control

LAN 10/100/1000 Base-Tx Ethernet(RJ-45) - Fixed IP, DHCP &DDNS

Network Control Video Dual-Stream (Local Recording & Network Transmission)

원격제어 Built-in Web server (IE browser), iPhone, Android,

백업장비
Internal ODD Backup (Option)

External USB, E-SATA External Storage

HDD 2xSATA HDD or 1xSATA HDD & 1xODD

System Operation
전면버튼, USB 마우스, 리모콘

키보드(옵션)

기타

Support Multi-languages

카메라이름 한글 가능

Able to control as moves in controlling pan-tilt

Able to install backup viewer program and to convert into AVI

소비전류 16W

전원 Adoptor 12V 5A

작동온도 0°C ~ 40°C

외형치수 360mm(W) X 66mm(H) X358.2mm(D)

무게 4.1kg
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